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SEIS interfaces é
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SEIS&APSS on-board data flow é
. o Cnes e »

(1200 Mbits/d)
45Mbits/h

VBB 90s @ 4 Mbits/s

Every 10 hours

38 Mbits/day

SP

—>
—> Ee |
HK | >
—>
>

2 Gbits continuous data

Continuous | | Compressed o/ Download
data filtering data "| processing

N
- | | Highrate data Compressed
filtering data

On request

MAG

TWIN

Acquisition
(PAE)

11.5 Gbits high rate TM

_ Calibration
P |::> 46s @ 4 Mbits/s Parameters / Events
Every 10 hours commands

Lossless compression of VBB 2Hz and 1/10 Hz POS Data plus STA/A&3SS 30 Mbits/day
Selection of 20 Hz and 100 Hz data (0.35%) and APSS data & compre8ditimts/day

7

©cnes



SEIS Operation Concept é
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The instrument (SEIS and APSS) is always ON and keeps on
acquiring raw data

C&DH (and SEIS-SW) wakes up ~every 3h (about 5-10 min  utes) for
lander health check diagnostics

C&DH (and SEIS-SW) wakes up ~every 12h (for about six ty
minutes) for APSS/SEIS data processing and radiation to orbiters
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La validation du systeme
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Les outils de simulation é
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Banc de test TPST MCP750 SBC

Compact PC| Chassis

“*Simu partielle du lander
“*Heberge le FSW SEIS réel (niveau binaire)

h

< Simu logicielle instruments SEIS et APSS [«
SIMUSEIS

+*Simu mixte hard/soft

JumIsoH

“*Modules simu dédiés pour recentrage et mise
a niveau (leveling)

SCE (Spacecraft interface Emulator)
“*Liaison RS422 avec matériel réel (Ebox)
“*Liaison ethernet avec TPST
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Utilisation des moyens d’essais é
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real HW
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+APSSim & SEISIim
Localization: @Sabatier




Validation systeme, QT, QO et répétitions générales
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Bref historique des phases de validation é
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Campagne « SEIS 1.0 » (2015)

“ Pression planning intense

» =>seuls les essais d’opérabilite (commande/contrle) nécessaires aux activite AIT (au CNES sur le QM
et le FM) et ATLO (chez Lockheed Martin avec QM SEIS) ont pu étre réalisés

» Un «super test » (3 jours) etait prevu pour vérifier 'opérabilité du FM SEIS sur le lander sur le pas de tir
(Vandenberg) (L — 2 mois) !

Campagne « SEIS 2.0 » (2016-2018)
% Pression planning relachée (trop méme en 2016 au JPL)

“ Qualification Technique

» Reéalisation des essais (opérabilité, les phases principales de la mission, quelques cas dégradés) non joués en
2015

*» Qualification Opérationnelle

» Pre-ORT : répétitions générales avec partenaires européens pour validation opérations c6té instrument

» ORT (Operational Readiness Test) : répétitions générales JPL pour validation intégration opérations SEIS
au sein des opérations JPL
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Les pre-ORT (gérées par le CNES) (\
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3 phases principales de la mission
“»*Déploiement, recette en vol (commissioning), routine

“*Avec le QM SEIS (déploiement, commissioning)

méme si un seul VBB est présent)




Les ORT* (gérées par le JPL)

ORT5 Déploiement nominal
(18/09/2017— * WTS deployment
22/09/2017) « initial leveling,

* initial recentering
ORTO6 Début de vie
(26/02/2018 — check-out SEIS du sol 2
02/03/2018)
ORT9 Déploiement avec anomalies
(18/06/2018 — entre déploiement Sensor Assembly
22/06/2018) etWTS:

* initial leveling,

* level low,

* initial recentering,

* TSB open
ORT11 Déploiement nominal
(17/09/2018 — * initial leveling,
21/09/2018) « initial recentering,

* TSB open

* ORT (Operational Readiness Test)




Entrainement au choix du site de déploiement é
(géré par le JPL)

* Objectifs
— Creation et entrainement groupe
de travail multi-disciplinaire pour
sélection des sites de déploiement
SEIS et HP3

 Plusieurs sessions

— 12/01/2015 a Pasadena H
« Concept général, constitution des j7
équipes

— 19/08/2015, 13-16/11/2015, 14- -
18/05/2018 par téléconfs

* Mise en place des outils
(WebGIS, Mars Image Viewer)

 Clarifications sur définition
reperes utilises (IDA ou Site)

— 8-12/10/2018 au JPL
* Reépétition générale avant




Instrument Site Selection Working Group (ISSWG) (\

* Process réel
“»Du 27/11 au 13/12/2018
“* Sceénario simple (pas de pente, pas de cailloux)
*» Tous les exigences obligatoires sont satisfaites

ID Constraint Primary Sec. ID Constraint
SEIS- . Depl/IDS No rock > 3 cm in
01 SEIS footplane tilt < 15° - Geology SEIS-  height within 5 cm of
08 the front face of Load
SEIS-  SEIS footplane tilt < 12° Depl/IDS Shunt Assembly (LSA)
02 for negative pitch slopes Geology
SEIS footpatch
SEIS- . o Depl/IDS _roughness < +/- 2 cm
03 WTS footplane tilt < 15°. - Geology ggIS vertical relief in 3 cm
c hiah diameter circle
sgrs- | No rocks >3 cm hig Depl/IDS centered on each foot
04 under SEIS for tilts <= Geolo
11° 9y WTS footpatch
SEIS-
. 10 roughness.< +/-3 cm
SEIS- No rocks > 2 cm high Depl/IDS vertical relief....
under SEIS for 11° <
05 ijts <= 130 Geology ~ SEIS-  SEIS placed on load-
11 bearing soil
SEls- MO drocgsEfS:f 1 ‘l:g‘oh'gh Depl/IDS SEIS footplane < 1.5
06 ool Geology  SEIS-  cm higher than the
tilts <= 12 center of the WTS
; footplane
SEIS- No rock or relief > 6 cm

high, or > 3 cm low, Depl/IDS
under WTS skirt....

SEIS not to exceed
WTS DNE envelope....

Sec.

Geology

- COES . .

C pble Surface of
Hollow Interior
Big Rock

Other Hollows

Depl/IDS

Physical
Properties

distance between SEIS and HP3 >
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Type of validation and sharing of responsibilities (\
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Validation of SEIS Science system components
APSS hardware APSS AlV test plan JPL JPL
SEIS+APSS FSW (APSS part) SEIS+APSS FSW verification plan JPL/LM JPL
SEIS instrument SEIS AlV test plan CNES CNES
SEIS+APSS FSW (SEISpart) SEIS+APSS FSW verification plan JPL/LM CNES
SISMOC SISMOC validation plan CNES CNES
JPL GDS-SISMOC ICD Thread Test plan JPL/CNES JPL/CNES
FGICD Compatibility test plan JPL/CNES JPL/CNES
SC to SEIS ICD SVT test plan LM/CNES LM/CNES
SEIS internal ICD
APSS/Ebox interface Thread Test plan JPL JPL/CNES
SEIS subsystem interfaces SEIS AlV test plan CNES CNES
SC to APSS ICD SVT test plan LM/JPL LM/JPL
SISMOC to SEIS Science ICD Compatibility test plan CNES/IPGP/ETHZ IPGP (SEIS PI)
SISMOC to APSS Science ICD (in practice ~ Compatibility test plan CNES/CAB IPGP (SEIS PI)
CAB only)
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SEIS Science System é
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 CNES is the single point center responsible to the SEIS PI for the SEIS Science
System

« The SEIS Science System includes APSS

 PAE separated from Ebox because of accomodation concerns.
 APSS created to gather PAE, TWINS, PS and mag (renamed in IFG) and
managed by JPL

 JPL is responsible for the APSS Instrument System

« CNES is responsible for SEIS & APSS operations

 CNES is responsible for the SEIS Performance, which includes APSS
 CNES is responsible for the SEIS Instrument System

 The Payload System Engineer is responsible for APSS requirements and data
compatibility with the SEIS science requirements.

 The Payload System Engineer works with the SEIS PI to ensure this, with support
from SEIS system manager and SEIS system team for SEIS contribution.
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